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A layered approach for IN call modelling for the support ofmultimedia services 
in a B-ISDN ... 

V Carmagnola, F Cuomo, M Ferretti, T CSELT - Communications, 1996. ICC 96, Conference 
Record, Converging 1996 - ieeexplore.ieee.org 
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An API-based representation of TINA's Service Session Manager (SSM) for 
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Enhancing Parlay with mobile code technologies - grou p of 2 » 
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ISDN-based high speed communication system - g roup of 2 » 
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Google Patents 
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System and method for automatically provisioning a telecommunications 
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System and method for processing wireless voice and data/fax 
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DJ Xu, SW Vines, HL Andersen - US Patent H 1,920, 2000 - Google Patents 
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S 71 2 620 CODE LOADING SYSTEM DIGITAL SIGNAL PROCESSOR CODE LOADING 
SYSTEM ... 
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O Call, ON API - IEEE Communications Magazine, 2000 - laser.dist.unige.it 

... jain.application.parlay.service.gccs: The GCCS package contains the call control 

manager, call, call leg, and INAP CS-1 call interface classes. ... 
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Telecommunications system and a cordless access subsystem - g roup of 2 » 

LM Hall - US Patent 6,21 9,545, 2001 - Google Patents 

... call control protocol in which a call control setup message for an outgoing call 

from the cordless terminal is sent to a call control manager transport entity ... 
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Intelligent SIP system for mobile Internet 

H Takatama, H Tani - Intelligent Network Workshop, 2001 IEEE, 2001 - ieeexplore.ieee.org 
... In the proposed system, Parlay objects such as Call Control Manager, Call, User 
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Page 1. United States Patent Dur6e et al. US005940393A [il] Patent Number: 
[45] Date of Patent: [54] TELECOMMUNICATIONS SYSTEM WITH ... 
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ATM gateway system - grou p of 6 » 

JM Christie, JS Christie, JM Christie, AD DuRee, ... - US Patent 6,026,091, 2000 - Google 
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Page 1. United States Patent Christie [54] BROADBAND TELECOMMUNICATIONS 
SYSTEM 

[75] Inventor: Joseph Michael Christie, San Bruno, Calif. ... 
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Broadband telecommunications system 
US Patent 6,081,525, 2000 - freepatentsonline.com 

... Shown are DS0 interface 210, ATM adaption layer (AAL) 220, ATM interface 230, 
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Cited by 18 - Related Articles - Cached - Web Search 



Communications system for providing ATM connections and echo 
cancellation - g roup of 6 » 

AD DuRee - US Patent 6,067,299, 2000 - Google Patents 

Page 1. United States Patent DuRee US006067299A [ii] Patent Number: 6,067,299 
[45] Date of Patent: *May 23, 2000 Page 2. [54] COMMUNICATIONS ... 
Cited by 9 - Related Articles - Web Search 



Systems and methods for providing enhanced services for telecommunication 
call - grou p of 6 » 

JM Christie, JS Christie, JM Christie, TL Nelson - US Patent 5,920,562, 1999 - Google 
Patents 

Page 1. United States Patent Christie et al. US005920562A [il] Patent Number: 
[45] Date of Patent: [54] SYSTEMS AND METHODS FOR PROVIDING ... 
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Cited by 2 - Related Articles - Web Search - Library Search - BL Direct 

Video conference control apparatus and method thereof based on MPEG4 

GM Lee - 2001 - freepatentsonline.com 

... information/resources manager 306 comprises a network resources manager 306A, a 
connection information manager 306B, a call connection manager 306C, and a ... 
Cached - Web Search 

[book] The Research Server Complex Manager for Large-scale Multimedia 

Servers - group of 2 » 

A Dan - 1997 - dpnm.postech.ac.kr 
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WL Wiley, MJ Gardner, TL Nelson, RD Howell, AD ... - US Patent 6,137,800, 2000 - Google 
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Peer-to-Peer Architectures and the Magi Open Source Infrastructure - group 
of 6 » 

G Bolcer, M Gorlick, AS Hitomi, P Kammer, B Morrow ... - Endeavors technologies White 
Paper, 2000 - endtech.com 

Page 1. Peer-to-Peer Architectures and the Magi™ Open-Source Infrastructure ... However, 
peer-to-peer applications pose many difficult challenges for developers. ... 
Cited by 15 - Related Articles - View as HTML - Web Search 

A layered framework strategy for deploying high assurance VPNs 

S Patton, B Smith, D Doss, W Yurcik - High Assurance Systems Engineering, 2000, Fifth 
IEEE ... , 2000 - ieeexplore.ieee.org 

... link-level infrastructure based on Frame Relay or ATM. ... edge) can be executed on a 
firewall, router, or ... Network Address Translation (NAT) is one solution to an ... 
Cited by 5 - Related Articles - Web Search 



Ener g y-efficient antenna sharing and relaying for wireless networks - group of 
6» 

JN Laneman, GW Wornell - Wireless Communications and Networking Conference, 2000. .... 
2000 - ieeexplore.ieee.org 

... is energy-efficient in spite of noise amplification at the relay. ... sub- stantially 
power constrained; for these ad-hoc or peer-to-peer networks, transmissions ... 
Cited by 122 - Related Articles - Web Search 



Implementation of National Grid's strategy for Substationlnformation, Control 
and Protection (SICAP) ... - group of 4 » 

CM Parker, AM Osiecki, N Grid - Developments in Power System Protection, 2001, Seventh 
.... 2001 - ieeexplore.ieee.org 

... by ABB minimises the number of numerical relay terminals whilst ... is also provided 
within these terminal utilising horizontal, peer to peer, communication, over ... 
Web Search - BL Direct 



A new proposal to the implementation of substation integratedsystems for 
protection, control and ... - grou p of 3 » 

DD Jones, JA Aspinall, NG Co - Developments in Power System Protection, 2001, Seventh 
... , 2001 - ieeexplore.ieee.org 

... These are supported by individual relay equipment ... protection or control functions 
by loading different software and enabling peer to peer communications between ... 
Web Search - BL Direct 
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Expires as of April 4, 2002 J. ... - g roup of 2 » 

J Rosenberg, A Molitor, A Technologies, A Rayhan - Consultant, 2001 - tools.ietf.org 

... the proxies which are relay agents terminating ... and H.323 and peer-to-peer applications 
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H Shigeno, Y Matsushita - Electronics and Communications in Japan(Part I 1999 - 
doi.wiley.com 

... on the requirements and problems described in section 2, the peer-to-peer MAC 
scheme ... 

hop communication is executed (for the selection of the relay station and ... 
Related Articles - Web Search - BL Direct 

Network Working Group P. Srisuresh INTERNET-DRAFT Jasmine Networks 
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J Rosenberg, A Molitor, A Technologies, A Rayhan - Consultant, 2001 - tools.ietf.org 
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Related Articles - View as HTML - Web Search 
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A Waypoint Service Approach to Connect Heterogeneous Internet Address 
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TSE Ng, I Stoica, H Zhang - Proc. Usenix Technical Conference, 2001 - csxmu.edu 
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Cited by 24 - Related Articles - View as HTML - Web Search 

Point-to-point protocol with a signaling channel - grou p of 3 » 

KAraujo, PSS Wang - US Patent 6,118,785, 2000 - Google Patents 
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Cited by 21 - Related Articles - Web Search 

IEEE 802.15. 4: a developing standard for low-power low-costwireless 
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JA Gutierrez, M Naeve, E Callaway, M Bourgeois, V ... - Network, IEEE, 2001 - 
ieeexplore.ieee.org 
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N Natarajan - Journal of Network and Systems Management, 1998 - Springer 
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K Araujo, PSS Wang - US Patent 6,112,245, 2000 - Google Patents 
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Cited by 5 - Related Articles - Web Search 
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IG Rosenberg - Proceedings of the sixth international symposium on Multiple 1976 - 
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Cited by 2 - Related Articles - Web Search 
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H Meleis - Computer, 1996 - iee.explore.ieee.org 
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